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 CS0101 Cell Door -  PSA   

 (Price on application)   

   
 CS0102 Cell Door -  Remote 

Locking   

 (Price on application)   

   
 CS0103 Cell Door -  Lambeth 

(SD5)   

 (Price on application)   

   
 CS0104 Cell Door -  Stainless 

Steel Internal Face   

 (Price on application)   

   

 CS0105 Cell Door -  

Replacement   
 (Price on application)   

   

 CS0106 Cell Door -  Magistrates 

Court Door   
 (Price on application)   

   

 CS0107 Cell Door -  Magistrates 

Court (New Build)   
 (Price on appl ication)   

   

 CS0108 Cell Door -  Irish Prison 

Door   
 (Price on application)   

   

 CS0109 Cell Door -  Prison 
Door   

 (Price on application)   

   

 CS0110 Cell Door -  Prison 
Double Door Set   

 (Price on application)   

   

 CS0111 Cell Door -  Hospital Door   

 (Price on application)   

   

 CS0112 Cell Door -  Observation / 
Vulnerable   

 (Price on application)   

   
 CS0113 Cell Door -  Dirty 

Protest Door   

 (Price on application)   

   
 CS0114 Cell Door -  Customs & 

Excise Door   

 (Price on application)   

   

 CS0115 -  Holding Room Screen   

 (Price on application)   

   

 CS0116 -  Holding Cell   

 (Price on application)   

   
 CS0117 -  International Cell 

Gate   

 (Price on application)   

   

 CS0118 Cell Door  -  ASTM   
 (Price on application)   

   
 CS0119 Cell Door -  Garda Police 

Ireland   

 (Price on application)   

   
 CS0120 -  Cell Service Duct 

Access Door   

 (Price on application)   
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Cell/Prison Doors 

 

Contents 
 

¶ CS0101  Cell Door ïPSA 

¶ CS0102  Cell Door ï Remote Locking 

¶ CS0103  Cell Door ï Lambeth 

¶ CS0104  Cell Door ï Stainless Steel Internal Face 

¶ CS0105   Cell Door ï Replacement 

¶ CS0106  Cell Door ï Magistrates Court Door 

¶ CS0107  Cell Door ï Magistrates Court Door (New Build) 

¶ CS0108  Cell Door ï Irish Prison Door 

¶ CS0109   Cell Door ï Prison Door 

¶ CS0110   Cell Door ï Prison Double Door Set 

¶ CS0111  Cell Door ï Hospital Door 

¶ CS0112  Cell Door ï Observation/Vulnerable 

¶ CS0113  Cell Door ï Dirty Protest Door 

¶ CS0114   Cell Door ï Customs & Excise Door 

¶ CS0115   Holding Room Screen 

¶ CS0116  Holding Cell 

¶ CS0117  International Cell Gate 

¶ CS0118  Cell Door ï ASTM 

¶ CS0119  Cell Door ï Garda Police Ireland 

¶ CS0120  Cell Service Duct Access Door 

 

 

 

 

 

 

 

 

 

 

 

 

mailto:sales@gdmlindex.co.uk
http://www.gdmlindex.co.uk/


The Courtyard, Long Row, Newark, Notts NG24 1RW, ENGLAND 

  Telephone: +44 (0) 1636 610030 Fax        : +44(0) 1636 610022 

  E-mail      : sales@gdmlindex.co.uk   Website: www.gdmlindex.co.uk  

 

 

CS0101 Cell Door -  PSA  
[CS101]  
 

 

  

 

Complies with the specification of the Police Buildings Design Guide and 
meets the criteria for maintaining the highest level of security and 
functionality within the safe and secure environment of a Police Station 
designated cell unit.  

specification  

¶ Door  leaf constructed from 40mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Mineral wool insulation to all internal voids.  

¶ 125mm x 75mm x 8mm rolled steel angle frame.  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 

continuous hinge  

¶ Internal reinforcing plates to inside of door panel on cell side up 
to the height of the lock  

¶ Home Office Type 1 slam action lock with adjustable keep  

¶ Vertical door viewer  

¶ Single hand ope ration swivel - top service hatch   

finish  

¶ One coat factory applied primer  

options  

¶ Ventilation grille to bottom of door leaf  

¶ Three position full -vision service hatch  

¶ Stainless Steel face to inside of door  

¶ Circular window with swivel cover  
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CS0101 Cell Door -  PSA  
[CS101]  
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CS0102 Cell Door -  Remote Locking  
[CS102]  
 

 

  

 
A cell door with electronic locking with a manual override. Complies with 
the specification of the Police Buildings Design Guide and meets the 
criteria for maintaining the highest level of security and functiionality 
within the safe and secure environment of a Police Station designated cell 
unit.  

specification  

¶ Door leaf constructed from 40mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Mineral wool insulation to all internal voids  

¶ 100mm x 50mm x RHS box frame  

¶ 40mm x 20mm mild steel r ebate  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame and hung on a substantial 
continuous hinge  

¶ Internal reinforcing plates to inside of door panel on cell side up 
to the height of the lock  

¶ Home Office Type  1 electrically operated lock with manual 

overide  

¶ Vertical Observation window with stainless steel sliding cover  

¶ MK II 3 position full vision service hatch  

finish  

¶ One coat factory applied high build zinc phosphate primer  

options  

¶ 125mm x 75mm x 8 RSA  frame  

¶ Ventilation grille to bottom of door leaf  

¶ Stainless Steel face to inside of door  

¶ Single hand operation swivel top service hatch  

¶ Gasket Free Circular Observation window with swivel cover   
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CS0102 Cell Door -  Remote Locking  
[CS102]  
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CS0103 Cell Door -  Lambeth (SD5)  
[CS103]  
 

 

 

 
 

Complies specifically to  the Metropolitan Police Specification to meet the 
criteria for maintaining the highest level of security and functionality 
within the safe and secure environment of a Metropolitan Police Station 
designated cell unit.  

specification  

¶ Door leaf constructed from 40mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Cell side of door clad with a 0.8mm thick textured rigidised 

stainless steel skin  

¶ Mineral wool insulation to all internal voids  

¶ 80mm x 80mm x 10mm rolled st eel angle frame with stainless 
steel rebates  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 

continuous hinge  

¶ Home Office Type 1 slam action lock with adjustable keep  

¶ 75mm diameter Obse rvation window with stainless steel swivel 
cover  

¶ Three position full vision service hatch  

finish  

¶ One coat factory applied primer  

¶ Rigidised stainless steel bright annealed  

options  

¶ Vertical observation window  
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CS0103 Cell Door -  Lambeth (SD5)  
[CS103]  
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CS0104 Cell Door -  Stainless Steel Internal Face  
[CS104]  
 

 

  

Complies with the specification of the Police Buildings Design Guide and 
meets the criteria for maintaining the highest level of security and 
functionality for the cell unit within the safe and secure environment of 
Police Stations designated cell area. Th e inside face of this door has been 
lined with a rigidised stainless steel skin for added protection.  

specification  

¶ Door leaf constructed from 40mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Cell side of door clad with a 0.8mm thick textured rigidised 

stainless steel skin  

¶ Mineral wool insulation to all internal voids  

¶ 125mm x 75mm x 8mm rolled steel angle frame  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted withi n door frame hung on a substantial 

continuous hinge  

¶ Home Office Type 1 slam action lock with adjustable keep  

¶ 75mm diameter Observation window with stainless steel swivel 

cover  

¶ Single hand operation swivel - top service hatch  

finish  

¶ One coat factory appli ed primer  

¶ Stainless Steel bright annealed  

options  

¶ Ventilation grille to bottom of door leaf  

¶ Three position full -vision service hatch  

¶ Vertical observation window  
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CS0104 Cell Door -  Stainless Steel Internal Face  
[CS104]  
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CS0105 Cell Door -  Replacement  
[CS105]  
 

  

 
Complies with the original specification of the Police Buildings Design 
Guide and meets the criteria for maintaining the highest level of security 
and functionality within the safe and secure environment of a Police 
Station designated cell unit. Provides a  replacement for an existing door / 
environment.  

specification  

¶ Door leaf constructed from 25mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Mineral wool insulation to all internal voids  

¶ 125mm x 75mm x 8mm rolled steel angle frame  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 
continuous hinge  

¶ Internal reinforcing plates to inside of door panel on cell side up 

to the height of the lock  

¶ Home Office Type 1 slam actio n lock with adjustable keep  

¶ 75mm diameter Observation window  

¶ Single hand operation swivel - top service hatch.  

finish  

¶ One coat factory applied metal primer  

options  

¶ Three position full -vision service hatch  

¶ Stainless Steel swivel cover for observation window.  

¶ Magnification viewer  

¶ Ventilation grille to bottom of do   
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CS0105 Cell Door -  Replacement  
[CS105]  
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CS0106 Cell Door -  Magistrates C ourt Door  
[CS106]  
 

 

  

 

Complies with the Magistrates Court Specification and meets the criteria 
for maintaining the highest level of security and functionality within the 
safe and secure environment of a Magistrates Court designated cell unit. 
Provides a replacement for an exist ing door / environment.  

specification  

¶ Door leaf constructed from 40mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Mineral wool insulation to all internal voids  

¶ 125mm x 75mm x 8mm rolled steel angle frame  

¶ Frame fixings to suit a var iety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 

continuous hinge  

¶ Internal reinforcing plates to inside of door panel on cell side up 

to the height of the lock  

¶ Home Office Type 1 slam action lock with adjustable ke ep  

¶ 150mm x 150mm x 9.5mm Laminated Glass observation window 
with hinged steel cover.  

finish  

¶ One coat factory applied metal primer  

options  

¶ Magnification viewer  

¶ Ventilation grille to bottom of door leaf  

¶ Service Hatch  
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CS0106 Cell Door -  Magistrates Court Door  
[CS106]  
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CS0107 Cell Door -  Magistrates Court (New Build)  
[CS107]  
 

  

 

Complies with the Court Standards and Design Guide 2004, and meets the 
criteria for maintaining the highest level of security and functionality 
within the safe and secure environment of a ónew buildô Crown or 
Magistrates Court designated cell unit.  

specif ication  

¶ Door leaf constructed from 38mm wide rolled hollow steel section 

with  
1.6mm thick steel door skins  

¶ Rolled steel hollow section door frame  

¶ Mineral Wool insulation to all internal voids  

¶ Frame fixed by chemical resin anchors  

¶ Door leaf mounted with in door frame hung on a full height 

tubular steel pivot hinge  

¶ Internal reinforcing plates to inside of door panel on cell side up 

to the height of the lock  

¶ Rectangular laminated glass window with hinged steel cover  

¶ Home Office Type 3 slam action mortise  locking latch.  

finish  

¶ One coat factory applied metal primer  
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CS0107 Cell Door -  Magistrates Court (New Build)  
[CS107]  
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CS0108 Cell Door -  Irish Prison Door  
[CS108]  
 

 

  

 

Complies with the Court Standards and Design Guide 2004, and meets the 
criteria for maintaining the highest level of security and functionality 
within the safe and secure environment for ónew build or replacementô 
Crown Court designated cell unit.  

specifi cation  

¶ Door framework constructed from 50mm wide rolled hollow steel 

section with 3.0mm thick steel door skins seam welded  

¶ Mineral wool insulation to all internal voids  

¶ Steel hollow section door frame  

¶ Frame fixings to suit a variety of opening construct ion  

¶ Door panel mounted within door frame hung on a full height 

tubular steel pivot hinge  

¶ The frame header is provided with removeable panel to allow 

access to electrical wiring. (All removeable panels are secured 
with security screws, tamper proof switch es can be supplied and  
fitted and wired by others to monitor plate removal)  

¶ Inundation unit fitted in door panel  

¶ Horizontal laminated glass window with hinged privacy steel 

cover  

¶ The door panel is prepared for a Home Office Class 1 lock which 

is mounted  on a 10mm thick plate, lock supplied and fitted by 
Prison Service on site  

finish  

¶ One coat factory applied high build zinc phosphate primer  

options  

¶ Frame can be modified to suit replacement Victorian cell door 

installation  

¶ Frame can be cast - in instead of bolt fix  
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CS0108 Cell Door -  Irish Prison Door  
[CS108]  
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CS0109 Cell Door -  Prison Door  
[CS109]  
 
 

  

 

Complies with the HMP  standard for prison doors and meets the criteria 
for maintaining the highest level of security and functionality within the 
safe and secure environment of a prison cell unit.  

specification  

¶ Door leaf constructed from 38mm wide rolled hollow steel section 

with 1.6mm thick steel door skins  

¶ Mineral wool insulation to all internal voids  

¶ Steel hollow section door frame with anti -barricade device  

¶ Frame fixed by chemical resin anchors  

¶ Door leaf mounted within door frame hung on a full height 

tubular steel piv ot hinge  

¶ Inundation unit fitted in door panel with provision for bung to be 

fitted by others on site  

¶ Rectangular laminated glass window with hinged steel cover  

¶ Preparation for slam action Home Office Class 1 lock supplied and 
fitted by HMPS on site.  

fi nish  

¶ One coat factory applied primer to steel  

options  

¶ Frame can be modified to suit replacement Victorian cell door 
installation  

¶ Frame can be cast - in instead of bolt fix  

¶ Anti - ligature strips to front face of door, along top and down 

leading edge terminating at lock  

¶ Heavy duty barrel bolt.  
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CS0109 Cell Door -  Prison Door  
[CS109]  
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CS0110 Cell Door -  Prison Double Door Set  
[CS110]  
 

  

A double cell pre - fabricated modular cell unit door combining an integral 
frame with two doors to maximise use of restricted space. Complies with 
the HMP standard for Prison Doors and meets the criteria for maintaining 
the highest level of security and fun ctionality within the safe and secure 
environment of a prison cell unit  

specification  

¶ Door leaf constructed from 38mm wide rolled hollow steel section 

with 1.6mm thick steel door skins  

¶ Mineral wool insulation to all internal voids  

¶ Steel hollow section door frame with anti -barricade device  

¶ Frame fixed by chemical resin anchors  

¶ Door leaf mounted within door frame hung on a full height 
tubular steel pivot hinge  

¶ Central pressed steel closure panel  

¶ Inundation unit fitted in door pane l  

¶ Rectangular laminated glass window with hinged steel cover  

¶ Preparation for Home Office Class 1 lock supplied and fitted by 
HMPS on site  

finish  

¶ One coat factory applied high build zinc phosphate primer  

options  

¶ Frame can be modified to suit replacement  Victorian cell door 

installation  

¶ Frame can be cast - in instead of bolt fix  

¶ Ligature resisting strips to front face of door, along top and down 
leading edge terminating at lock  

¶ Heavy duty barrel bolt   
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CS0110 Cell Door -  Prison Double Door Set  
[CS110]  
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CS0111 Cell Door -  Hospital Door  
[CS111]  
 

 

  

A cell door designed specifically for use within a prison hospital / medical 
wing, complies with the HMP  standard for Prison Hospital Doors and meets 
the criteria for maintaining the highest level of security and functionality 
within the safe and secure environment of a Prison Hospital Cell / Medical 
unit.  

specification  

¶ Door leaf constructed from 38mm wide rolled hollow steel section 

with 1.6mm thick steel door skins  

¶ Mineral wool insulation to all internal voids  

¶ Steel hollow section door frame with anti -barricade device  

¶ Frame fixed by chemical resin anchors  

¶ Door leaf mounted within door frame hung on a full height 
tubular steel pivot hinge  

¶ Inundation unit fitted in door panel with provision for bung to be 

fitted by others on site  

¶ Single hand operation swivel - top hospital type serving hatch c/w 

integral observation  
vi ewer with sliding cover  

¶ Preparation for a slam action Home Office Class 1 lock supplied 
and fitted by HMPS on site  

finish  

¶ One coat factory applied primer  
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CS0111 Cell Door -  Hospital Door  
[CS111]  
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CS0112 Cell Door -  Observation / Vulnerable  
[CS112]  
 

  

A cell  door designed to allow the authorities to observe vulnerable 
inmates, negates the use of blinds or covers, can be used in conjunction 
with Intelligent Security Glazing; a bespoke system electronically 
switching the glass from clear to opaque at the touch of a switch (can be 
remotely operated).  

Note: To guarantee itôs 5 year warrantee, the intelligent glass is provided 
with a timer to ensure it is switched off (opaque) for a constant 4 hour 
period every 24 hours.  

specification  

¶ Door leaf constructed from 40m m wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ 125mm x 75mm x 8mm rolled steel angle frame.  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 
continuous hinge  

¶ Glass re taining frames are fitted on the corridor side of the door 

only  

¶ Standard 22.3mm thick toughened laminated glass  

¶ Home Office Type 1 slam action lock with adjustable keep.  

finish  

¶ One coat factory applied metal primer  

options  

¶ Bullet resisting glass  

¶ Home Office Type 2 heavy duty deadlock  

 

 

 

 
 

 

 
 

 

 

mailto:sales@gdmlindex.co.uk
http://www.gdmlindex.co.uk/
http://www.cellsecurity.co.uk/shop/catalog/product_image.php?product=CS112.jpg&title=CS0112 Cell Door - Observation / Vulnerable&model=CS112


CS0112 Cell Door -  Observation / Vulnerable  
[CS112]  
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CS0113 Cell Door -  Dirty Protest Door  
[CS113]  
 

 

 
 

A cell door (dirty protest) for use specifically where inmates are fouling 
their environment, designed to enable the authorities to monitor, handle 
and control inmates in a safe and secure way without compromising their 
own health and safety. Complies with  the HMP standard for Prison Doors.  

specification  

¶ Door leaf constructed from 38mm wide rolled hollow steel section 

with 1.6mm thick steel door skins with Mineral Wool Insulation to 
all internal voids  

¶ The door is mounted within a rigid steel hollow sectio n door 

frame with anti -barricade device and fixed by chemical resin 
anchor  

¶ Door leaf mounted within door frame hung on a full height 

tubular steel pivot hinge  

¶ Supplied with an Inundation unit fitted in door panel with 

provision for bung to be fitted by o thers on site  

¶ Preparation for a slam action Home Office Class 1 cell lock 
supplied and fitted by HMPS on site  

finish  

¶ Stainless Steel bead blasted  

¶ Aluminium anodised black  

options  

¶ An illuminated header panel with dimmer switch  

¶ Detatchable foodbox  

¶ Stainless Steel cannister to collect soiled window glasses  

¶ Double sliding observation window with cover  

¶ Special service hatch with ratchet mechanism which allows hatch 
to be raised only when foodbox is attached to door  
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CS0113 Cell Door -  Dirty Pro test Door  
[CS113]  
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CS0114 Cell Door -  Customs & Excise Door  
[CS114]  
 

 

  

A cell door with a large observation window with privacy cover designed 
specifically for Customs and Excise.  

specification  

¶ Door leaf constructed from 40mm wide rolled hollow steel section 

with 3mm thick steel door skins  

¶ Mineral wool insulation to all int ernal voids  

¶ 125mm x 75mm x 8mm rolled steel angle frame  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 

continuous hinge  

¶ Internal reinforcing plates to inside of door panel on cell side  up 

to the height of the lock  

¶ Observation window fitted with 22.3mm thick toughened 

laminated glass with hinged steel cover  
(max. size not greater than 0.45M )  

¶ Single hand operation swivel - top sevice hatch  

¶ Home Office Type 1 slam action lock with adjust able keep  

finish  

¶ One coat factory applied primer  
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CS0114 Cell Door -  Customs & Excise Door  
[CS114]  
 

 
 

 
 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 



The Courtyard, Long Row, Newark, Notts NG24 1RW, ENGLAND 

  Telephone: +44 (0) 1636 610030 Fax        : +44(0) 1636 61002 

E-mail      : sales@gdmlindex.co.uk   Website: www.gdmlindex.co.uk 
 

  

CS0115 -  Holding Room Screen  
[CS115]  
 

  

 

A secure laminated clear glass screen with an integral laminated clear 
glass door to secure the holding room area whilst allowing the authorities 
to view the inmates directly from the custody desk / room. Can be used in 
conjunction with óIntelli-glassô a bespoke system electronically switching 
the glass from clear to opaque at the touch of a switch ( can be remotely 
operated). Complies with the Police Building Design Guide.  

specification  

¶ Door and fixed panels are constructed from 40mm wide steel 

hollow section leaf sheeted both sides with 3mm thick steel skins, 
mounted within a 100mm x 60mm rolled hol low section frame  

¶ All glazing is 22.3mm thick toughened laminated glass, the glass 

retaining frames are only fitted to the corridor side  

¶ The door is hung from a substaintial continuous hinge  

¶ Fixings to suit a variety of opening constructions  

¶ The door i s supplied as standard with one recessed pull handle on 
the outside and a Home Office Type 2 heavy duty mortise 
deadlock  

finish  

¶ One coat factory applied primer  

options  

¶ Home Office Type 1 slam action cell lock  

¶ Bullet resisting glass  

¶ Any size / combination of panels can be provided  

 

 

 
 

 

 
 

 

 
 

 

 

mailto:sales@gdmlindex.co.uk
http://www.gdmlindex.co.uk/
http://www.cellsecurity.co.uk/shop/catalog/product_image.php?product=CS115.jpg&title=CS0115 - Holding Room Screen&model=CS115


CS0115 -  Holding Room Screen  
[CS115]  

 
 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 

 




