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CS0601 - Blast Resisting Window CS0602 - Built -In Cell Window CS0603 - Bolt -Fix Cell Window CS0604 - Cell Observation Window
(Price on application) (Price on application) (Price on application) (Price on application)

CS0605 - Enhanced Prison Window Grille CS0606 - Steel Blast Resisting Window CS0607 - Bullet Resisting Window CS0608 - Rooflight
(Price on application) (Price on application) (Price on application) (Price on application)

&

CS0609 - Cell Observation Unit CS0610 - Window Cill (Type A) CS0611 - Window Cill (Type B)
(Price on application) (Price on application) (Price on application)
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CS0601 - Blast Resisting Window

[CS601]

A blast resisting cell window. Complies with the Police Buildings Design
Guide and meets the  criteria for maintaining the highest level of security
within the safe and secure environment of a Police Station, Magistrates or
Crown Court, Prison and HM Armed Forces.

specification

I Windows are constructed from pairs of 22mm thick annealed
glass lenses hermetically sealed and set into 75mm thick
structural cast stone to BS 1217:1997

9 Fully welded at each intersection 12mm diameter internal
reinforcing bars at 165mm centres

T Fixings su pplied as standard with 10 No cast -in tubes and Hilti
HLC 16 x 140 expansion bolts

finish
1
1

options
il
)l
)l
)l

Concrete Colour Options

Acid etched inside & smooth trowel finish outside
Standard colour is Minster (see colour chart below)

Non -standard colours can be provided on request. (See below)

Window cills as CS 610 type A (can be supplied same colour as
windows)

Variety of fixing details can be supplied when not blast rated
Increased thickness at fixing face to suit wider wall cavity
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CS0602 - Built -InCellWind ow

[CS602]

A cell window. Complies with the Police Buildings Design Guide and meets
the criteria for maintaining the highest level of security within the safe and
secure environment of a Police Station, Magistrates or Crown Court, Prison

and HM Armed Forces.

specification

9 Windows are constructed from pairs of 22mm thick annealed
glass lenses hermetically sealed and
set into 75mm thick structural cast stone to BS 1217:1997

9 Fully welded at each intersection 12mm diameter internal
reinforcing bars at 165mm centres

9 Fixings each side of window is supplied with adjustable height
built -in lugs

finish

I Acid etched inside & smooth trowel finish outside
9 standard colour is Minster (see colour chart below)

options

' Non-standard colours can be provided on request. (See below for
options)

Window cills as CS611 type B (can be supplied same colour as
windows)

9 \Variety of fixing details can be supplied

Concrete Colour Options
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CS0603 - Bolt -Fix Cell Window

[CS603]
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A cell window. Complies with the Police Buildings Design Guide and meets
the criteria for maintaining the highest level of security within the safe and
secure environment of a Police Station, Magistrates or Crown Court, Prison
and HM Armed Forces.

specification

9 Windows are constructed from pairs of 22mm thick annealed
glass lenses hermetically sealed and
set into 75mm thick structural cast stone to BS 1217:1997

9 Fully welded at each intersection 12mm diameter internal
reinforcing bars at 165mm centres

9 Fixings, full height plate on either side of window secured by
chemical resin anchors

finish

Acid etched inside & smooth trowel finish outside
9 standard colour is Minster (see colour chart below)

options

I Non-standard colours can be provided on request. (See below)

Window cills as CS611 type B (can be supplied same colour as
windows)

9 Variety of fixing deta  ils can be supplied

Concrete Colour Options
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CS0604 - Cell Observation Window

[CS604]

An observation window used to provide a secure viewing facility into

multi -occupancy cells, charge rooms, holding rooms etc. Based upon the
Police Buildings Design Guide, meets the criteria for maintaining the
highest level of security and visibility with in the safe and secure
environment of a Police Station and Crown Court.

specification
9  Designed to be installed horizontally within multi -occupancy cells,
charge rooms, security office etc, to provide a secure viewing
facility

9 Constructed from a double angle frame retaining 11.5mm thick
laminated glass

9 The window is securely fixed to the surrounding cell wall through
welded lugs

I Fixings to suit a variety of opening construction
finish

I One coat factory applied primer
options

Frame can be bright zinc plated or polyester powder coated
Any window size available. (Maybe split into manageable
sections)

9 22.3mm thick toughened glass available in lieu of standard
11.5mm

f
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