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 CS0201 -  Prisoner Entrance Door   
 (Price on application)   

   
 CS0202 -  Prisoners Entrance Door 

-  Electrically Operated Sliding   

 (Price on application)   

   

 CS0203 -  

Perimeter/Pass/Exercise Yard 
Door   

 (Price on application)   

   

 CS0204 -  Perimeter Do or   
 (Price on application)   

   

 CS0205 -  Dock Entry Door   
 (Price on application)   

   
 CS0206 -  60 Minute Fire Resisting 

Door   

 (Price on application)   

   
 CS0207 -  Glazed Door and 

Panel   

 (Price on application)   

   
 CS0208 -  Custody Fire 

Escape Door   

 (Price on application)   

   
 CS0209 -  Single Action Corridor 

Door (SD26) Police Station   
 (Price on application)   

   
 CS0210 -  Double Action Corridor 

Door (SD9)   
 (Price on application)   

   
 CS0211 -  Circulation Door   

 (Price on application)   

   
 CS0212 -  Cell Door (Palm 

Reader, AV Unit)   
 (Price on application)   

   

 CS0213 -  C & R Door   
 (Price on application)   
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CS0201 -  Prisoner Entrance Door  

[CS201]  
 

 
 
 

 

A prisoners  entrance door, access controlled from the custody desk with 
remote locking, complies with the specification of the Police Buildings 
Design Guide and meets the criteria for maintaining the highest level of 
security and functionality within the safe and sec ure environment of a 
Police Station / Magistrates Court.  

specification  

¶ Door is constructed from a solid timber core sheeted both sides 

with 1.6mm thick zintec steel skins pressure bonded to core, 
interlocked and riveted to give a finished door thickness of  50mm  

¶ Door is mounted within a 100mm x 50mm rolled steel channel 
frame and hung from a substantial continuous hinge  

¶ Frame fixings to suit a variety of opening construction  

¶ Supplied as standard with 150mm square, 9.5mm thick 

laminated glass window with h inged steel privacy cover  

¶ Two flush pull handles  

¶ Home Office Type 2 heavy duty mortise deadlock working in 
conjunction with a 12V DC electric release fitted in the frame  

finish  

¶ One coat factory applied primer  

options  

¶ Rolled steel angle frame  

¶ Propriety door closer  

¶ 250mm x 150mm Rectangular window  

¶ Drip strip / water bar on external doors  
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CS0201 -  Prisoner Entrance Door  
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CS0202 -  Prisoners Entrance Door -  Electrically 

Operated Sliding  

[CS202]  
 

 

  

 

A sliding prisoners  entrance door, electronically operated and running on a 
overhead track. Access is controlled from the custody desk. Complies with 
the specification of the Police Building Design Guide and meets the criteria 
for maintaining the highest level of security an d functionality within the 
safe and secure environment of a Police Station.  

specification  

¶ Door constructed from a 40mm wide steel hollow section 

framework sheeted both sides with 3mm thick steel skins seam 
welded  

¶ Mineral wool insulation to all internal vo ids  

¶ Door panel hung on pully wheels with roller bearings and 

mounted within a horizontal steel toptrack  

¶ Two recessed pull handles  

¶ Cill guide rail  

¶ Supplied as standard with a 250mm x 150mm rectangular, 

9.5mm thick laminated glass window  

¶ Supplied with slam channel and interlocking angles, securing 

door when in closed position  

¶ Remotely operated electric motor with rack and pinion gear  

¶ Supplied as standard with motor / track housing  

finish  

¶ One coat factory applied high build zinc phosphat e primer  

options  

¶ Non -available  
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CS0203 -  Perimeter/Pass/Exercise Yard Door  
[CS203]  

 

  

 

A secure versatile door used where safe secure passage is required from 
different areas within a Police Station, used as perimeter, corridor or 
exercise yard door, fitted with a vision panel to enable the area to be 
checked prior to access.  

Complies with the specification of the Police Buildings Design Guide and 
Crown Court Standard and  meets the criteria for maintaining the highest 
level of security and functionality within the safe and secure environment 
of a Police Station.  

specification  

¶ Door is constructed from a solid timber core sheeted both sides 

with 1.6mm thick zintec steel skin s pressure bonded to core, 
interlocked and riveted to give a finished door thickness of 50mm  

¶ Door is mounted within a 100mm x 50mm rolled steel channel 

frame and hung from a substantial continuous hinge  

¶ Frame fixings to suit a variety of opening construc tion  

¶ Supplied as standard with 150mm square, 9.5mm thick 

laminated glass window (no flap)  

¶ Two flush pull handles  

¶ Home Office Type 2 heavy duty mortise deadlock working in 

conjunction with a 12V DC electric release fitted in the frame  

¶ PSD / Ba -  Pass or  circulation door  

¶ PSE / Bb -  Pass or circulation door with hinged cover on window  

finish  

¶ One coat factory applied metal primer  

options  

¶ Rolled steel angle or pressed profile frame to suit condition  

¶ Hydraulic door closer  

¶ 250mm x 150mm Rectangular window  

¶ Drip strip / water bar on external doors  

¶ Electric realease in frame. (excluding rolled steel profile frame)  

¶ Smoke or weather seals  

¶ Hinged privacy flap. (Perimeter or pass doors only)  
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CS0203 -  Perimeter/Pass/Exercise Yard Door  
[CS203]  
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CS0204 -  Perimeter Door  
[CS204]  
 

 

  

 

A secure perimeter door complies with the Court Standards, and meets 
the criteria for maintaining the highest level of security and functionality 
within the secure environment of a Crown Court.  

specification  

¶ Door is constructed from a solid timber core sheeted both sides 

with 1.6mm thick zintec steel skins pressure bonded to core, 
interlocked and riveted to give a finished door thickness of 50mm  

¶ Door is mounted within a 100mm x 50mm rolled steel channel 
frame  and hung from a substantial continuous hinge  

¶ Frame fixings to suit a variety of opening construction  

¶ Supplied as standard with 150mm square, 9.5mm thick 

laminated glass window with hinged steel privacy cover  

¶ Five lever mortice deadlock, one knob handle  to secure side only  

¶ Preparation for a Home Office Type 2 heavy duty deadlock 
supplied and fitted by HMPS on site  

finish  

¶ One coat factory applied primer  

options  

¶ Rolled steel angle frame or pressed  
profile frame to suit site conditions  

 

 
 

 

 

 

 

 
 

 

 
 

 
 

 

 

mailto:sales@gdmlindex.co.uk
http://www.gdmlindex.co.uk/
http://www.cellsecurity.co.uk/shop/catalog/product_image.php?product=CS204.jpg&title=CS0204 - Perimeter Door&model=CS204
http://www.cellsecurity.co.uk/shop/catalog/product_image.php?product=CS204-1.jpg&title=CS0204 - Perimeter Door&model=CS204


 

CS0204 -  Perimeter Door  
[CS204]  
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CS0205 -  Dock Entry Door  
[CS205]  
 

 

  

 

A secure door to the dock entry, complies with the Court Standards, and 
meets the criteria for maintaining the highest level of security and 
functionality within the safe and secure environment of a Crown Court.  

specification  

¶ Door is constructed from a solid timber core sheeted both sides 

with 1.6mm thick zintec steel skins pressure bonded to core, 
interlocked and riveted to give a finished door thickness of 50mm  

¶ Door is mounted within a 125mm x 75mm x 8mm rolled steel 
angle frame and hung from a substantial continuous hinge  

¶ Frame fixings to suit a variety of opening constructions  

¶ Supplied as standard with two magnification viewers to provide 

viewing from both sides  

¶ Five lever mortice deadlock, one knob handle to secure side only  

¶ Preparation for a Home Office Type 2 heavy duty mortise 
deadlock supplied and fitted by HMPS on site  

finish  

¶ One coat factory applied primer  

options  

¶ Door leaf and frame can be veneered to match courtroom 

panelling  

¶ Rolled steel channel or pressed profile frame to suit site 
conditions  
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CS0205 -  Dock Entry Door  
[CS205]  
 

 
 

 
 

 

 
 



 

The Courtyard, Long Row, Newark, Notts NG24 1RW, ENGLAND 

  Telephone: +44 (0) 1636 610030 Fax        : +44(0) 1636 610022 

  E-mail      : sales@gdmlindex.co.uk   Website: www.gdmlindex.co.uk  
 

CS0206 -  60 Minute Fire Resisting Door  
 

  

 

A secure Fire Door (up to 60 minutes Fire Resistance) used in locations 
that necessitate the use of a fire stop door.  

Built and tested to BS EN 1364 -1 can be used in Police Stations, Crown or 
Magistrates Courts, Armed Forces, Custom and Excise and Local 
Authorities, maintains the highest level of security and functionality within 
a safe and secure environment.  

specification  

¶ Tested in accordance with BS476 to give upto both 60 and 120 

minute fire resistance, the door is constructed from 40mm wide 
rolled hollow steel section with 3mm thick steel door skins.  

¶ Mineral wool insulation to all internal voids  

¶ 125mm x 75mm x 8mm rolled steel angle frame  

¶ Frame fixings to suit a variety of opening constructions  

¶ Door leaf mounted within door frame hung on a substantial 

continuous hinge  

¶ Flush handles on both sides of  door  

¶ Home Office Type 2 slam action lock with adjustable keep  

¶ 150mm x 150mm x 20.8mm Laminated fire resistance glass 
observation window.  

finish  

¶ One coat factory applied primer  
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CS0207 -  Glazed Door and Panel  
[CS207]  
 
 

 

 
 

A secure laminated clear glass Door / Screen that gives up to 60 minutes 
Fire Resistance, used in locations that necessitate the use of a fire stop 
but with the need of clear visibility such as cell corridors or holding areas.  

Built and tested to BS EN 13 64 -1 can be used in Police Stations, Crown or 
Magistrates Courts and maintains the highest level of security and 
functionality within a safe and secure environment.  

specification  

¶ Door and fixed panels are constructed from 40mm wide steel 

hollow section framework sheeted both sides with 3mm thick 
steel skins, mounted within a 100mm x 60mm rolled hollow 
section frame  

¶ All glazing is 11.5mm thick pyro -bellite laminated glass, the glas s 

retaining frames are only fitted to the custody side  

¶ The door is hung from a substaintial continuous hinge  

¶ Fixings to suit a variety of opening constructions  

¶ The door is supplied as standard with one recessed pull handle on 
the outside and a Home Offi ce Type 2 heavy duty mortise 
deadlock  

finish  

¶ One coat factory applied primer  

options  

¶ Home Office Type 1 slam action cell lock  

¶ Any size / combination of panels can be provided  

¶ Door closer  
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CS0207 -  Glazed Door and Panel  
[CS207]  
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CS0208 -  Custody Fire Escape Door  

[CS208]  
 

  

 

A secure door to the custody area normally locked and used as a means of 
evacuating the building in the event of a fire.  

Complies with the specification of the Police Buildings Design Guide and 
Courts Standards, meets the criteria for maintaining the highest level of 
security and functionality within the safe and secure environment of Police 
Stations and Magistrates Courts.  

specification  

¶ Door is constructed from a solid timber core sheeted both sides 

and all edges with 1.6mm thick zintec steel skins pressure 
bonded to core, interlocked and riveted to give a finished door 
thickness of 50mm  

¶ Door is mounted within a 100mm x 50mm rolled steel channel 

frame and hung from a substantial continuous hinge  

¶ Frame fixings to suit a variety of opening construction  

¶ Supplied as standard with one welded 'D' handle and weather 

drip bar on outside face of do or  

¶ Home Office Type 2 heavy duty mortise deadlock  

finish  

¶ One coat factory applied primer  

options  

¶ Rolled steel angle frame or pressed profile frame to suit site 

conditions  

¶ Propriety door closer  

¶ Electric release in frame (Excluding pressed profile frame)  

¶ Smoke or weather seals  
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CS0208 -  Custody Fire Escape Door  

[CS208]  
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CS0209 -  Single Action Corridor Door (SD26) 

Police Station  
 
 

  

A single swing timber door lined with armaglaze facings and ash lippings  
to all edges, used in corridors where frequent access is required.  

Complies with Metropolitan Police Design Standards, used for Police 
Stations within the Metropolitan Police Authority.  

specification  

¶ Door is constructed from a solid timber core sheeted bo th sides 

with Armaglaze panels with 9mm ash lippings to all four edges, 
giving a finished door thickness of 60mm  

¶ Door is mounted within an Ash frame and pivots on a single 

action floor spring set into the floor  

¶ Frame fixings to suit a variety of opening construction  

¶ Supplied as standard with a 6mm thick polycarbonate window  

¶ Heavy duty adjustable roller catch, one 'D' handle  

¶ Home Office Type 2 heavy duty mortise deadlock  

finish  

¶ Armaglaze to any colour within the BS 4800 colour range  

¶ All timber to have  two coats of water -borne varnish  

options  

¶ Smoke and / or intumescent seals  
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CS0209 -  Single Action Corridor Door (SD26) 

Police Station  
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CS0210 -  Double Action Corridor Door (SD9)  

[CS210]  
 
 

  

A double swing timber door lined with armaglaze facings and ash lippings 
to all edges, used in corridors where frequent access is required.  

Complies with Metropolitan Police Design Standards, used for Police 
Stations within the Metropolitan Police Authority.  

specification  

¶ Door is constructed from a solid timber core sheeted both sides 

with Armaglaze panels with 9mm Ash Lippings to all four edges, 
giving a finished door thickness of 60mm  

¶ Door is mounted within an Ash frame and pivots on a double 

action floor spring set into the floor  

¶ Frame fixings to suit a variety of opening construction  

¶ Supplied as standard with a 6mm thick polycarbonate window  

¶ Heavy duty adjustable  roller catch  

¶ Home Office Type 2 heavy duty mortise deadlock  

finish  

¶ Armaglaze to any colour within the BS 4800 colour range  

¶ All timber to have two coats of water -borne varnish  

options  

¶ Smoke and / or intumescent seals  
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