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 CS0301 - Surgeon / Medical Door  

 (Price on application)  

   
 CS0302 - Armoury / Strongroom 

Door  
 (Price on application)  

   
 CS0303 - Solid Timber Door  

 (Price on application)  

   
 CS0304 - Half Glazed Timber Door  

 (Price on application)  

   
 CS0305 - Acoustic Door  

 (Price on application)  

  
 CS0307 - FD240 Fire Rated Door  

 (Price on application)   

   
 CS0308 - Gold Standard Steel Security 

Door  
 (Price on application)   

  
 CS0309 - Silver Standard Steel Security 

Door  
 (Price on application)  

   
 CS0310 - Bronze Standard Steel Security 

Door  
 (Price on application)  

   
 CS0311 - Decency Door  

 (Price on application)  
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CS0301 - Surgeon / Medical Door 

[CS301] 
 

 

  

 

A secure door to the medical room with the door being faced both sides 

with steel skins. An improved design to give added security and based on 
the PLC door specification of the Police Buildings Design Guide and meets 
the criteria for maintaining the highest level of security and functionality 
within the safe and secure environment of a Police Station. 

specification 

 Door is constructed from a solid timber core sheeted both sides 

with 1.6mm thick zintec steel skins pressure bonded to core, 
interlocked and riveted to give a finished door thickness of 50mm  

 Door is mounted within a 3mm thick steel profile frame and hung 

from a substantial continuous hinge  

 Frame fixings to suit a variety of opening construction  

 Supplied as standard with 150mm square, 9.5mm thick 

laminated glass window with hinged steel privacy cover  

 Two flush pull handles  

 Home Office Type 2 heavy duty mortise deadlock  

finish 

 One coat factory applied primer  

options 

 Propriety door closer  

 250mm x 150mm Rectangular window  

 

 

 

 
 

 

 
 

 

 
 

 

 
 

CS0301 - Surgeon / Medical Door 
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CS0302 - Armoury / Strongroom Door 
[CS302] 
 

  

A secure door to the Armoury and or Strongroom with the design based 
on the PSA specification of the Police Buildings Design Guide and meets 
the criteria for maintaining the highest level of security and functionality 
within a Police Station and HM Armed Forces. 

specification 

 Door leaf constructed from 25mm rolled hollow steel with a solid 

steel vertical leading edge 
to resist forced entry and sheeted both sides with 3mm thick 
steel skins  

 Mineral wool insulation to all internal voids  

 125mm x 75mm x 8mm rolled steel angle frame  

 Frame fixings to suit a variety of opening constructions  

 Door leaf mounted within door frame hung on a substantial 

continuous hinge  

 Supplied with two ASSA deadlocks suited to differ  

 Fitted with one D handle on outside, one cabin hook, one heavy 

duty barrel bolt on inside  

 Security strip on leading edge to resist forced entry  

finish 

 One coat factory applied primer  

options 

 Can be supplied with a Frazer Bar 

(free issue from the MOD) instead 
of ther ASSA locks when used as 
an emergency escape door  
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CS0302 - Armoury / Strongroom Door 
[CS302] 
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CS0303 - Solid Timber Door 
[CS303] 
 
 

  

 

A versatile secure door for general use complies with the Police Buildings 
Design Guide and Court Standard and meets the criteria for maintaining 
security and functionality within the secure environment of a Police 
Station, Magistrates or Crown Court.  

specification 

 Door is constructed from a solid timber core faced both sides with 

plywood veneer and 9mm lippings to vertical and horizontal 
edges  

 Door is mounted within a hardwood profile frame and is hung 

from a substantial continuous hinge  

 Frame fixings to suit a variety of opening construction  

 High security 5 lever mortise locking latch operable by key from 
both sides and knob handle on outside only  

finish 

 One coat factory applied primer  

options 

 Steel profile frame  

 Knob handle both sides  

 One coat varnish finish instead of primer  

 Smaller sized window  

 Flush ring handle(s) instead of knob furniture 
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CS0303 - Solid Timber Door 
[CS303] 
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CS0304 - Half Glazed Timber Door 
[CS304] 
 
 

  

 

A versatile half glazed secure door used for the Interview Room or 
Custody Office, complies with the Police Buildings Design Guide and Crown 
Court Standard and meets the criteria for maintaining security and 
functionality within the safe and secure environment of a Police Station or 
Magistrates or Crown Court. 

specification 

 Door is constructed from a solid timber core faced both sides with 

plywood veneer and 9mm lippings to vertical and horizontal 
edges  

 Door is mounted within a hardwood profile frame and is hung 

from a substantial continuous hinge  

 Frame fixings to suit a variety of opening construction  

 Supplied as standard with 9.5mm thick laminated glass window 
(maximum size 0.45 M )  

 High security 5 lever mortice locking latch operable by key from 
both sides and knob handle on outside only  

finish 

 One coat factory applied primer  

options 

 Steel profile frame  

 Knob handle both sides  

 One coat varnish finish instead of primer  

 Smaller sized window  

 Hinged steel cover (flap) on smaller windows  

 Flush ring handle(s) instead of knob furniture  
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CS0304 - Half Glazed Timber Door 
[CS304] 
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CS0305 - Acoustic Door 

[CS305] 
 

  

 

A door designed specifically where a high level of noise reduction is 
needed in sensitive areas and rated to 45db. 

Complies with the Police Buildings Design Guide and meets the criteria for 
maintaining security and functionality within the safe and secure 
environment of a Police Station. 

specification 

 Door is constructed from a solid timber core faced both sides with 

plywood veneer and 9mm lippings to vertical and horizontal 
edges  

 Door is mounted within a hardwood profile frame and is hung 

from a substantial continuous hinge  

 Frame fixings to suit a variety of opening construction  

 Acoustic and intumescent seals with rubber fins to all rebates  

 Drop seal to bottom edge of door  

 Concealed door closer  

 5 lever mortice locking latch operable by key and knob handles 
both sides  

finish 

 One coat factory applied primer  

options 

 One coat varnish finish instead of primer  

 Flush ring handles instead of knob furniture  

 Magnification Viewer  
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CS0305 - Acoustic Door 

[CS305] 
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CS0307 - FD240 Fire Rated Door 

[CS307] 
 
 

  

 

Designed primarily for internal use and suitable for fire resistance purposes. These 

doors have been tested at Warrington Fire Research Centre to BS:476 Part 22 and 

BS.EN1634-1 for periods up to and including 4 hours integrity fire resistance 

specification 

 Constructed from zinc coated steel skins to form a strong rigid 45mm thick 
door leaf. Two horizontal channels within the leaf close off the top and 

bottom edges and an additional deep horizontal channel is installed to take 

surface mounted closers.  

 The bottom edge features a 2.5mm thick steel reinforcing channel welded 
to both skins. This channel houses ADAPTABASE, a unique 

bottom rail that allows for adjustments up to 16mm to accommodate 
changes in floor finish and meet mandatory smoke control requirements. 

Complies with BS 476: Part 31.1.  

 A range of locks, latches, lever handles, panic equipment, closers, etc, can 
be fitted to the door to suit fire rated applications. NOTE: Choice of 

hardware can greatly affect fire performance.  

 The void between the two skins is infilled with a bonded honeycomb core.  

 The hinging edge is reinforced by 3.4mm thick hinge mounting plates 
welded within the leaf  

 The lock mechanisms are installed within inner enclosures to facilitate 
removal for future 

maintenance or replacement.  

 Frames are pressed from 16g zinc coated steel to form a double rebate 
profile.  

finish 

 One coat factory applied primer OR  

 Low-baked acrylic-melamine paint to any standard B.S.4800 or RAL colour  

options 

 1.1/2 pairs / double leaf doorsets  

 Over / side panels  

 Threshold  

 Square / rectangular / circular window  

 A tubular silicone seal can be supplied bonded to the frame rebate. In 
conjunction with the threshold they ensure accurate sealing of the 

door/frame gap for smoke protection in the initial stages of a fire.  

 Louvres  
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CS0307 - FD240 Fire Rated Door 

[CS307] 
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CS0308 - Gold Standard Steel Security Door 
 

 

  

 

A versatile steel door that has been tested and certified to Gold Level by Sold 

Secure, (a Police and Home Office supported organisation which is administered by 
the Master Locksmiths Association) to give fifteen minutes resistance to a 

dedicated attack. 

specification 

 Constructed from two skins of 18g zinc coated steel to form a 45mm thick 
door leaf. The vertical edges of the two skins are folded to create a full 

height, interlocking seam for increased panel strength and rigidity.  

 02No. heavy section, horizontal ‘anti-jemmy’ reinforcing channels 
are bonded and welded inside the leaf and an additional 1.6mm steel 

“attack” skin is bonded and welded to one face of the leaf to present a 

2.8mm thick laminated steel surface to the expected threat (overall leaf 

thickness 47mm.)  

 01No. Five lever security sash lock and 02No. security deadlocks.  

 Horizontal channels are installed within the leaf for added strength with 
the bottom edge containing a 2.5mm thick steel reinforcing channel for 

maximum strength at this position of abuse  

 The void between the two skins is infilled with a bonded honeycomb core  

 The hinging edge is reinforced by 3.4mm thick hinge mounting plates 
welded within the leaf  

 The lock mechanisms are installed within inner enclosures to facilitate 
removal for future 

maintenance or replacement.  

 A 3mm thick astragal cover strip is welded to the leading edge of the leaf 
to conceal the lock beak and increase resistance to leverage.  

 Frames are pressed from 16g zinc coated steel to form a double rebate 
profile.  

finish 

 One coat factory applied primer OR  

 Low-baked acrylic-melamine paint to any standard B.S.4800 or RAL colour  

options 

 Special frame to give up to 50mm width adjustment  

 1.1/2 pairs / double leaf doorsets  

 Over / side panels  

 Threshold  

 Square / rectangular / circular window  

 Weather / smoke seals  

 Louvres  
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CS0309 - Silver Standard Steel Security Door 
[CS309] 
 
 

  

 

A versatile steel door that has been tested and certified to Silver Level by Sold 

Secure, (a Police and Home Office supported organisation which is administered by 

the Master Locksmiths Association) to give 10 minutes resistance to a 

determined attack. 

specification 

 Constructed from two skins of 18g zinc coated steel to form a 45mm thick 
door leaf. The vertical edges of the two skins are folded to create a full 

height, interlocking seam for increased panel strength and rigidity.  

 02No. heavy section, horizontal „anti-jemmy‟ reinforcing channels are 
bonded and welded inside the leaf and an additional 1.6mm steel “attack” 

skin is bonded and welded to one face of the leaf to present a 2.8mm thick 

laminated steel surface to the expected threat (overall leaf thickness 
47mm.)  

 01No. Five lever security sash lock and 01No. security deadlock.  

 Horizontal channels are installed within the leaf for added strength with 
the bottom edge containing a 2.5mm thick steel reinforcing channel for 

maximum strength at this position of abuse  

 The void between the two skins is infilled with a bonded honeycomb core  

 The hinging edge is reinforced by 3.4mm thick hinge mounting plates 
welded within the leaf  

 The lock mechanisms are installed within inner enclosures to facilitate 
removal for future 

maintenance or replacement.  

 A 3mm thick astragal cover strip is welded to the leading edge of the leaf 
to conceal the lock beak and increase resistance to leverage.  

 Frames are pressed from 16g zinc coated steel to form a double rebate 
profile.  

finish 

 One coat factory applied primer OR  

 Low-baked acrylic-melamine paint to any standard B.S.4800 or RAL colour  

options 

 Special frame to give up to 50mm width adjustment  

 1.1/2 pairs / double leaf doorsets  

 Over / side panels  

 Threshold  

 Square / rectangular / circular window  

 Weather / smoke seals  

 Louvres  
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CS0309 - Silver Standard Steel Security Door 
[CS309] 
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CS0310 - Bronze Standard Steel Security Door 
[CS310] 
 
 

  

 

A versatile steel door that has been tested and certified to Bronze Level by Sold 

Secure, (a Police and Home Office supported organisation which is administered by 

the Master Locksmiths Association) to give 5 minutes resistance to an 

opportunist attack. 

specification 

 Constructed from two skins of 18g zinc coated steel to form a 45mm thick 
door leaf. The vertical edges of the two skins are folded to create a full 

height, interlocking seam for increased panel strength and rigidity.  

 Five lever security sash lock.  

 Horizontal channels are installed within the leaf for added strength with 
the bottom edge containing a 2.5mm thick steel reinforcing channel for 
maximum strength at this position of abuse  

 The void between the two skins is infilled with a bonded honeycomb core  

 The hinging edge is reinforced by 3.4mm thick hinge mounting plates 
welded within the leaf  

 The lock mechanisms are installed within inner enclosures to facilitate 
removal for future 

maintenance or replacement.  

 A 3mm thick astragal cover strip is welded to the leading edge of the leaf 
to conceal the lock beak and increase resistance to leverage.  

 Frames are pressed from 16g zinc coated steel to form a double rebate 
profile.  

finish 

 One coat factory applied primer OR  

 Low-baked acrylic-melamine paint to any standard B.S.4800 or RAL colour  

options 

 Special frame to give up to 50mm width adjustment  

 1.1/2 pairs / double leaf doorsets  

 Over / side panels  

 Threshold  

 Square / rectangular / circular window  

 Weather / smoke seals  

 Louvres  
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CS0310 - Bronze Standard Steel Security Door 
[CS310] 
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CS0311 - Decency Door 

[CS311] 
 
 

  

 

A half height door designed for offering a degree of privacy to inmates in 
shower rooms without compromising security. 

Complies with the Police Buildings Design Guide and Court Standard and 
meets the criteria for maintaining security and functionality within the safe 
and secure environment of a Police Station, Magistrates or Crown Court. 

specification 

 Door is constructed from a 44mm thick solid timber core faced 

both sides in Formica with 9mm ash lippings to all four edges  

 Door is mounted between two Ash posts which have removeable 
stops and hung on three 100mm brass butt hinges  

 Frame fixings to suit a variety of opening construction  

 Supplied as standard with a heavy duty adjustable roller catch  

finish 

 White Formica to door faces  

 All hardwood to have two coats of water-borne varnish  

options 

 Different coloured Formica to match site colour scheme  
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CS0311 - Decency Door 

[CS311] 
 

 
 

 

 


